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Specification BADU®C1 BADU®S2

Model number OS7010C WY210C

Max. cleaning surface area 120–150m² 300m²

Cleaning surfaces All / Wall / Floor All / Wall / Floor

Pool linings PVC, Gunite, Fibreglass PVC, Gunite, Fibreglass

Min. / Max. pool depth 50cm / 3m 50cm / 3m

Brushes 2 2

Motors 3 3

Sensor type IMU Infrared

Battery capacity 4600mAh 7800mAh

Suction power 65W 90W

Flow rate 11.5m³/h 14m³/h

Filtration 180µm Multi-level

Cleaning modes 5 7

Timer set-up Cycle timer Cycle timer

Bluetooth / Wi-Fi / smart app Yes Yes

Remote updates Yes Yes

Run time 2–2.5h 3.5h

Running speed 16m/min 10m/min

Charging time 3h 3h

Charging type DC charger cable DC charger cable

Charger input 100–240V, 50–60Hz 100–240V, 50–60Hz

Charger output 25.2V / 1.78A 29.4V / 3A

Power 65W 90W

Water resistance IPX8 IPX8

Unit weight 8kg 8.5kg

Unit dimensions (L×W×H) 36 × 39 × 26cm 40 × 39 × 25.5cm

Package size (L×W×H) 46.1 × 43.6 × 32.7cm 46.8 × 46.8 × 32cm

TECHNICAL SPECIFICATIONS

Specifications are correct at the time of print and may be changed without prior notice.




